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STORAGE AND HANDLING
During handling, protective clothing and NIOSH/MSHA approved respiratory equipment should be worn. Dust control systems should be used throughout the handling areas. Sweeping should be avoided; a vacuum cleaner should be used to handle spillage. Food and cigarettes should not be taken into work areas. Hands and faces should be washed before smoking, eating, or drinking. All plant personnel should shower and change clothes before leaving the plant. Work clothes should be washed frequently. 
Handling and storage should be engineered to minimize spillage. Additionally, antimony oxide should not be stored near an acid, because the mixing of antimony oxide with an acid will generate stibine gas (HSb), a deadly poison. An MSDS sheet is available upon request. 
DISCLAIMER
THE SELLER MAKES NO WARRANTIES EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO THE IMPLIED WARRANTIES OR MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
Statements and methods presented herein are based upon the best available information and practices known to United States Antimony Corporation, but are not representations or warranties of performance, nor do they imply any recommendations to infringe on any patent or an offer of license under any patent. The user must determine for himself the suitability of any material for a specific purpose and must adopt such safety precautions that may be necessary. Conditions of use are not under our control, and we disclaim all liability from all material supplied by us. 



